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(57) Abstract: The invention relates to the field of fuel tell technology, more specifically to a device and a method for supplying fuel 
to the anode of a direct alcohol fuel cell. Said device comprises a fuel accumulator in which the fuel is stored, and a flow-through 
device provided with a wall at least partially consisting of a membrane that is permeable to the fuel. Said flow-through device is used 
to guide a mixture of a carrier constituent and the fuel through the fuel accumulator, and the concentration of fuel in the mixture is 
increased by the diffusion of fuel through the permeable membrane. 



(57) Zusammenfassung: Die vorliegende Erfindung bezieht sich im Bereich der Brennstoffzellentechnologie auf eine Vorrichtung 
O und eine Methode fur die Zufuhr eines Brennstoflfes zu der Anode einer Direktalkoholbrennstoffzelle. Die Vorrichtung weist eine 
rSI Brennstofrspeichervorrichtung, in der der Brennstoff gespeichert wird, auf, sowie eine Durchflusseinrichtung, deren Wand zumindest 
^\ teilweise aus einer fur den Brennstoff permeablen Membran auf gebaut ist, mit der eine Mischung aus einer Tragerkomponente und 
^ dem Brennstoff durch die Brennstoffspeichervorrichtung hindurchgeleitet wird, wobei die Konzentration des Brennstoffes in der 
Mischung durch Diffusion von Brennstoff durch die permeable Membranwand erhoht wind. 
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